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. SPECIFICATIONS
Voltage rating: 250V AC, DC
Current rating: 3A, AC, DC

®
(=== =(=( °
® VWithstanding Voltage: 1000V AC/minute
@ @ @ @ @ @ 2 ® Insulation resistance: 1000MQ min
nw o o,
gl ® Temperature range: —40C~+105T
LN 1
o ® Contack resistance: 20MQ moax
e Part No: W2544MR-2x%NP
® Poles: 04-80
B+0.30 5.00£0.20
® Material: PBT UL94V-0
® Ter Material: Brass /Gold-flash
Dimensions <(mm>
O Dimensions (mm) Part No A B
| o Part No y B
o Q Was44MR-2%21| 5080 | 5334
H = was4amr-2x02 | 254 5.08 VosaaMR-2%22| 5334 | 5508
" n 9 WeS44MR2x03| s08 | 76E Wa544MR-2x23| 5588 | 5842
i = WeS44MR-2x04| 762 | 1016 was4aMR-2w24| 5842 | 6096
_ _ _ 3 W2544MR-2%05 | 1016 12,70 vesaamroxas| w96 | cam
1) Lr _ L W2544MR-2%06 | 1270 | 1524 e yyvER— Ep— YV}
o — : !
i W2544MR-2%07 | 1524 17.78 WEsaaMR—oxa7 | 6604 858
W2544MR-2x%08 [ 17.78 20.32 W254aMR-2%28|  easa 7112
WaS44MR-2%09| 2032 | 2286 Was44MR-2%29| 7112 | 7366
i Was44MR-2x10| 2286 | 2540 WES44MR-2%30| 7366 | 76.20
2.54+0.10 0.64+0.05 WaS4dMR-2xil| 2540 | 2754 was44MR-2x31 | 7620 | 7874
3.2040.20 WaS44MR-2xl2 | 2794 | 3048 was4aMrR-2x32| 7874 | sres
A+0.20 V2544MR-2%13 | 3048 | 3302 vesaamroa3| s128 | saee
W2544MR-2%14 | 3302 | 3556 VosiaR—aw34| sase | oede
W2544MR-2%15 | 3556 38.10 WEsaaMR—2x35| 8636 88,90
W2544MR-2%16 |  38.10 40,64 W2544MR-2%36|  88.90 o144
WES44HR-2X17 | 4064 | 4318 Wa544MR-2x37| 9144 | 9398
WES44MR-2#18| 4318 | 4572 W2544MR-2%38| 9398 | 9652
Va544MR-2%19 | 4572 | 4826 TV Ey— .
W2544MR-2%20| 4826 | S0.80 vestaR_xao| 5906 | toteo
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. SPECIFICATIONS
Voltage rating: 250V AC, DC
Current rating: 3A, AC, DC

Insulation resistance:

1000MQ  min

Temperature range: —40T~+105T

Contock

(
o
® VWithstanding Voltage: 1000V AC/minute
®
®
[

resistance: 20MQ max

e Part No: W2544MR-NP
® Poles: 02-40

® Moteriol: PBT ULS4V-0
® Ter Material: Brass /Gold-flash
Dimensions (mm) Part No U_Mm:m_o:m A“_._v
Part No A )
W2544MR-21 50.80 53.34
W2544MR-02 254 5.08 W2S544MR—22 | 5334 | 5588
W2544MR-03 s5.08 762 W2544MR-23 5588 | s842
W2544MR-04 7.62 10.16 W2544MR-24 5842 | 60.96
W2544MR-05 10.16 12,70 W2544MR-25 60.96 63.50
W2544MR-06 12.70 1524 WE544MR—26 6350 | 6604
W2544MR-07 15.24 17.78 W2544MR—27 66.04 6858
W2544MR-08 17.78 20.32 W2544MR-28 68,58 7112
W2544MR-09 2032 | 2286 W2544MR-29 7112 7366
W2544MR-10 | 2286 | 2540 W2544MR-30 | 7366 | 76.20
W2544MR-11 2540 | 27.94 Wasa4MR=a1 7620 | 7874
W2544MR-12 2794 | 3048 W2544MR-32 | 7874 | sies
W2544MR-13 3048 | 33.02 VA5 44MR—33 8128 | saea
Wa544MR-14 3302 | 3556 W2544MR-34 | sage | 8636
W2544MR-15 3556 38.10 W2544MR—35 86.36 88.90
W2544MR-16 38.10 40.64 W2544MR-36 88.90 oL44
W2544MR-17 40,64 4318 W2544MR-37 9144 | 9398
W2544MR-18 4318 | 4572 W2544MR-38 | 9398 | 9ese
W2544MR-19 4572 | 4826 VE544MR-39 | 9652 | 9906
W2544MR-20 | 4826 | 5080 W2544MR-40 | 9906 | 10160
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. SPECIFICATIONS
Voltage rating: 250V AC, DC
Current rating: 3A, AC, DC

Insulation resistance:

Temperature range: —40T~+105T

Contock

e Part No:

(
o
® VWithstanding Voltage:
®
®
[

resistance: 20MQ max

W2544MV -2%xNP

® Poles: 04-80

® Material: PBT UL94V-0
® Ter Material: Brass /Gold-flash
Dimensions (mm) Part No U_Mm:m_o:m A“_._v
Part No A )

wesaaMv-2x21| 5080 | 5334

was4aMv-2x02| 254 5.08 wa544Mv-2%22| 5334 | 5588
w2544Mv-2x03 s08 762 wasaaMv-2x23| 5588 | ss4e
W2544MV-2x04|  7.62 10.16 WaS44MV-2x24| 5842 | 60.96
W2544MV-2%05 10.16 12,70 W2544MV-2%25 60.96 63.50
Va544MV-2%06| 1270 | 1524 W2544MV-2%26| 6350 | 66.04
W2544MV-2%07| 1524 17.78 WaS44Mv-2%27| 66.04 68,58
w2544Mv-2x08( 17.78 20.32 W2544MV-2%28| 6858 7112
was44aMv-2%09( 2032 | 2286 wWasaaMv-2x29|  7L12 7366
Wa544Mv-2wi0| 2286 | 2540 Wa544Mv—2%30| 7366 | 76.20
WaSa4Mv-2x11| 2540 | 27.94 WasaaMv-2x31| 7620 | 7874
WaS44Mv-2xi2| 27.94 | 3048 wasaamv-2x32| 7874 | s12s
was44Mv-2x13| 3048 | 33.02 V2544Mv—2x33| 8128 | sasa
waS44Mv-ax14| 3302 | 3556 W2544MV-2%34| 8382 | 86.36
Wa544MV-2%15| 3556 38.10 WoS44MV-2%35| 86.36 88,90
Wa544Mv-2x16| 3810 40,64 W2544MV-2%36| 88,90 9144
WaS44MV-2%17| 4064 | 4318 wasaaMv-2x37| 9144 | 9398
Was44Mv-2xi8| 4318 | 4572 Wa544MV-2#38| 9398 | 9652
was4aMmv-2x19| 4572 | 4826 V2544MY-2x30] 9652 | 99.06
Wa544Mv-2x20| 4826 | S080 Wa544MV-2%40| 9906 | 10160

1000V AC/minute
1000MQ min
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. SPECIFICATIONS

Contock

e Part No:

Insulation resistance:

Voltage rating: 250V AC, DC

Current rating: 3A, AC, DC
Withstanding Voltage: 1000V AC/minute
1000MQ  min
Temperature range: —40T~+105T

resistance: 20MQ max

WeS44MV-NP

® Poles: 02-40

® Material:

PBT ULS4V-0

® Ter Material: Brass /Gold

Dimensions (mm)

Part No y

W2544MVv-02 254

W2a544MV-03 5.08

W2a544MV-04 7.62

W2544MV-05 10.16

W2544MV-06 12.70

WaS44Mv-07 15.24

W2544MV-08 17.78

Was544MVv-09 20.32

W2544MV-10 2286

W2544MV-11 25.40

Wa544MV-12 27.94

Wa544MV-13 30,48

Wa544MV-14 33.02

W2544MV-15 35.56

W2544MV-16 3840

w2544MV-17 40.64

Wa544MV-18 4318

W2544MV-19 45.72

Wa544Mv-20 4826

—flash
Dimensions <(mm>
Part No A B
B Wa2544MV-21 | 5080 53.34
5.08 W2544MV-22 5334 | 5588
762 was44Mv-23 | 5588 | S84z
10.16 was44Mv-24 | 5842 | 6096
1270 was544Mv-25 | 6096 | 6350
1524 W2544MV-26 | 6350 | 66.04
17.78
Wa544MV-27 66.04 68,58
20.32 was44Mv-28 |  e8S8 7112
22.86
Wa544MV-29 7112 7366
2540 WeS4aMvV-30 | 7366 | 7620
27.94
W2544MV-31 76.20 7874
3048 Was44Mv-32 | 7874 | sles
33.02 Wa544Mv-33 | 8128 | gase
mmw.ww Wa544MV-34 | 8382 | 8636
: W2544MV-35 86.36 88.90
40,64 W2544MV-36 88.90 9144
4318 was44Mv-37 | 9144 | 9398
4572
was44Mv-38 | 9398 | 9es2
48.26
W2544Mv-39 | 9652 | 99.06
S0.80 W2544MV-40 9906 | 10160
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B+0.40 . SPECIFICATIONS

® Voltage rating: 230V AC, DC

® Current rating: 3A, AC, DC

® VWithstanding Voltage: 1000V AC/minute
®

®

[

Insulation resistance: 1000MQ2 min

Temperature range: —40T~+105T
Contock resistoance: 20MQ moax

2.54%0.10
G
G
]
G
G
]
2.08+0.20

e Part No: W2544R-2x%NP

® Poles: 04-80

® Material: PBT UL94V-0

® Ter Material: Brass /Gold-flash

A£0.20

2.54+0.10 0.64%0.05 5544010, Dinensions Part No [—ensiens

Part No A B A >
wa544R-2%21 | 5080 53.34
i A W2544R-2%02 254 5.08 W2544R-2¥22 | 5334 | 5588
W2544R-2%03 5.08 7.62 W2544R-2%23 | 5588 | 5842
W2544R-2%04 7.62 10.16

W2544R-2%24 | 5842 60.96
W2544R-2%25 |  60.96 6350
W2544R-2%26 6350 66.04
W2544R-2%27 66.04 68,58
W2544R-2%28 | 858 7112
W2544R-2%29 7112 7366
W2544R-2%30 73.66 76.20
W2544R-2%31 76.20 78,74
W2544R-2x32 | 78,74 81.28
W2544R-2%13 30.48 33.02 V2544R—2%33 8128 9282

W2544R-2x%14 33.02 35.56 W2544R—-2%34 83.82 86.36
W2544R-2%15 3556 38.10 86.36

W2544R-2%35 88.90
3.00£0.20 Wa544R-2x16 | 3810 | 4064

WE544R-2%36 | gBo0 | oL44
WeS4aR2x17 | 4064 | 4318 Wa544R-2x37 | 9144 | 9398
Wa544R-2x18 | 4318 | 4572

W2544R-2%38 93,98 96.52
W2544R-2%19 45.72 48.26

W2544R-2%39 96.52 99.06
Wa544R-2%20 4826 50.80 \V2544R-2%40 99.06 100,60

W2544R-2%05 1016 12,70
W2544R-2%06 12,70 15.24
W2544R-2%07 15.24 17.78
W2544R-2%08 17.78 20.32
W2544R-2%09 20.32 22.86

6.00+0.20

W2544R-2%11 25.40 27.94
W2544R-2x12 27.94 30.48

I_ Wa544R-2%10 | 2286 | 2540
L/
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[l sPECIFICATIONS
® Voltage rating: 230V AC, DC
® Current rating: 3A, AC, DC
® VWithstanding Voltage: 1000V AC/minute
® Insulation resistance: 1000MQ min
® Temperature range: —40C~+105T
® Contock resistance: 20MQ max
B varer
e Part No: We544V-2xNP
® Poles: 04-80
® Material: PBT UL94V-0
® Ter Material: Brass /Gold-flash
Dimensions (mm>
Dimensions (mm) Part No A B
Part No y B
was44v-2x2l | 5080 | 5334
\ & was44v-zx02 | 254 508 wasiav-axzz | 5334 | o508
S wes44v-ex03 | ses | 72 W2s44v-2x23 | 5588 | 5842
S Wes44v-exo4 | 762 | 1046 W2544v-2%24 | 5842 | 60.96
H Wa544v-2x05 | 1016 | 1270 vasaavonas | e096 | caso
3 Wa544v-2x06 | 1270 | 1524 vossav—onze | ease | €604
Wa544V-2x07 | 1524 17.78 wasaav-z=a7 | 6604 | cass
we544v-ex08 | 1778 20.32 was4av-2x28 | sas8 7112
wes4dv-2x0s | 2032 | E266 wasaav-ax29 | 7112 | 7366
Was4d4v-asi0 | 2286 | 2540 WeS44V-2%30 | 7366 | 76.20
Wa544v-2xil | 2540 | 2794 vestav-oxai | ez0 | 7a7a
! wesaav-exiz | 2794 | 3048 Wes44av-2x32 | 7874 | sies
W/ w2544v-2x13 | 3048 | 33.02 wessav-ax3a | o128 | s3se
wes44v-2xi4 | 3302 | 3556 vasiav_oxas | sase | oede
Va544v-2%15 | 3556 38.10 wasadv-zx35 | 8636 | smoo
was44v-exi6 | 3810 | 4064 Wa544V-2%36 | pggon | OSla44
wes4dv-ex17 | 4064 | 4318 wasa4v-2x37 | 9144 | 9398
WeS4d4v-2x1g | 4318 | 4572 W2544v-2%38 | 9398 | 9652
wes44v-2x19 | 4572 | 4826 VI R p.
Wa544V-2%20 | 4826 | 5080 vasatvanio | 9995 | 1oieo
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. SPECIFICATIONS

Voltage
Current

roting: 250V AC, DC
roting: 3A, AC, DC

Insulation resistance: 1000MQ2 min

Temperature range: —40T~+105T

Contock

(
o
® VWithstanding Voltage:
®
®
[

resistance: 20MQ max

e Part No: W2544V-NP
® Poles: 01-40

® Material: PBT UL94V-0
® Ter Material: Brass /Gold-flash
Port No U_Mmsm_o:m A“_._v Port No u_Mm:m_o:m A“_._v
wa544v-01 —_— 254 w2544v-21 50.80 53.34
w2544V-02 254 5.08 wa544v-2e 53.34 55.88
w2544V-03 5,08 762 w2544v-23 55.88 58.42
w2544V-04 7.62 10.16 W2544V-24 58.42 60.96
w2544V-05 1016 12.70 w2544v-25 60.96 63.50
w2544V-06 12,70 15.24 w2544V-26 6350 66.04
W2544V—07 15.24 17.78 w2544v-27 66.04 68,58
W2544V-08 17.78 20.32 w2544v-28 68.58 7112
w2544V-09 20.32 2286 w2544v-29 7112 7366
W2544V-10 2286 25.40 w2544V-30 73.66 76.20
w2544v-11 25.40 27.94 w2544V-31 76.20 78,74
wa544v-12 27.94 30.48 w2544v-32 78.74 81.28
w2544v-13 30.48 33.02 w2544v-33 81.28 83.82
wa544v-14 33.02 3556 w2544V-34 83.82 86.36
WE544V-15 3556 38.10 W2544V-35 86.36 88.90
W2544V-16 38.10 40,64 w2544v-36 88.90 91.44
wa544v-17 40,64 4318 w2544v-37 91.44 93.98
w2544Vv-18 4318 4572 w2544v-38 93,98 96.52
W2544V-19 4572 4826 w2544V-39 96.52 99.06
W2544V-20 48,26 50.80 Wwea544Vv-40 99.06 101.60

1000V AC/minute

e
\KMMMW qW¢

ILir

—

TR T A R A

TOCERANCE

0x0.30

TITLE

X, o A

.0x0.25

CHECKED BY

DATE

.00x0.20

SCALE

.000=%=0.015

c0le—-05—24

1:1 VER No

SIZE

DRAWN BY

UNIT !mm

© = | -

A4

ZEKE

PART No

w2344\ —=NP

B

F




