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. SPECIFICATIONS
® Voltage rating: 300V AC, DC
® Current rating: 3A, AC, DC
® VWithstanding Voltage: 1000V AC/minute
® Insulation resistance: 100MQ min
4.50+0.15 ® Temperature range: —40T~+85T
® Contock resistance: 20MQ max
B HousInG
e Part No: H2008-NP
& ® Poles: 02-16
M ® Material: Nylon 66 UL94V-0
?
m Port No u_Mmsm_osm nwsv
H2008-02 2.00 5.60
H2008-03 4,00 7.60
3.50+0.10 H2008-04 6.00 9.60
H2008-05 8.00 11,60
H2008-06 10,00 13.60
H2008-07 12.00 15.60
H2008-08 14,00 17.60
H2008-09 16.00 19.60
H2008-10 18.00 2160
H2008-11 20.00 23,60
H2008-12 22.00 25.60
H2008-13 24.00 27.60
H2008-14 26.00 29.60
H2008-15 28.00 31,60
H2008-16 30.00 33.60
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. SPECIFICATIONS

Voltage rating: 300V AC, DC
Current rating: 3A, AC, DC

Insulation resistance: 100MQ min

Temperature range: —40T~+85T

(
o
® VWithstanding Voltage: 1000V AC/minute
®
®
[

Contock resistoance: 20MQ moax

B rerMINAL
Port No: T2008PT

Applicable wire: AWGH#H24-#28
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Moterial: Phosphor Bronze

Finish: Tin ploted
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. SPECIFICATIONS
®
o
o
®
e
L

B varer

Voltage rating: 250V AC, DC
Current rating: 3A, AC, DC
Withstanding Voltage: 1000V AC/minute
Insulation resistance: 1000MQ min
Temperature range: —40T~+85T
Contack resistance: 20MQ max

Part No: W2008R-NP

0e-16

Moterial: Nylon 66 UL94V-0
Pin Materiali Brass /Tin—-plated

®
e Poles:
(
(

Poart No

Dimensions <(mm>

A B

W2008R-02

2.00 6.00

W2008R-03

4.00 8.00

W2008R-04

6.00 10.00

W2008R-05

8.00 12.00

W2008R-06

10.00 14.00

W2008R-07

12.00 16.00

W2008R-08

N

3.40

14,00 18.00

W2008R-09

16.00 20.00

W2008R-10

18.00 22.00

W2008R-11

20.00 24.00

TYPE

W2008RK-=XX

e

W2008R-12

22.00 26.00

W2008R-13

24.00 28.00

W2008R-14

26.00 30.00

W2008R-15

28.00 32.00

W2008R-16

30,00 34.00
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. SPECIFICATIONS
® Voltage rating 250V AC, DC
® Current rating: 3A, AC, DC
® VWithstanding Voltage: 1000V AC/minute
® Insulation resistance: 1000MQ min
® Temperature range: -40T~+85T
® Contack resistance: 20MQ max
B arer
e Part No: W2008V-NP
® Poles: 02-16
® Materiali Nylon 66 UL94V-0
5.; e® Pin Materiali Brass /Tin—plated
Part No U_Mm:m_o:m nwsu
w2008Vv-02 2.00 6.00
we008Vv-03 4,00 8.00
w2008V-04 6.00 10,00
w2008V-0S 8.00 12.00
w2008V-06 10,00 14,00
we008v-07 12,00 16.00
m w2008Vv-08 14.00 18.00
w2008V-09 16.00 20.00
w2008V-10 18.00 22.00
w2008V-11 20.00 24.00
w2008v-12 22.00 26.00
w2008VvV-13 24.00 28.00
W2008VK—-XX W2008V-14 2600 | 3000
w2008V-15 28.00 32.00
|_| /\ _U m m w2008V-16 30,00 34.00
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